SPECIFICATIONS & PARTS

Zebra Smart Disk Skimmer

15"
GS Series - Technical Specifications | 12
Shown: GS4H300 model w/12” (300mm) disk .
Motor: Refer to charts below
Mounting Holes: 7/32” (5.5mm), 2.5” (63.5mm) between centers
Discharge Pipes: 1/4” ( 6.4mm) ID, 4” (10.2cm) long, one for each diverter fitting 10"
Shipping Weight: 11 Ibs. (5 kg)
11"
GS Series - Replacement Parts & Accessories I
Replacement Disks, Wipers, and Collars -
LH Series DISK-H300 12" (300mm) Disk, 1/4” (6.35mm) thick, temps to 90°F (32°C)
DISK-H460 18" (460mm) Disk, 1/4” (6.35mm) thick, temps to 90°F (32°C)
DISK-H610 24" (610mm) Disk, 1/4” (6.35mm) thick, temps to 90°F (32°C) 15"
LXWIP Wiper set for all Zebra model disk skimmers
LXCOL-A Aluminum collar for disk skimmers, 5/16” (7.9mm) opening _—
LW Series DISK-W300 12” (300mm) Disk, 1/2” (12.7mm) thick, temps to 212°F (100°C)
DISK-W460 18" (460mm) Disk, 1/2” (12.7mm) thick, temps to 212°F (100°C)
DISK-W610 24" (610mm) Disk, 1/2” (12.7mm) thick, temps to 212°F (100°C) a
LXWIP Wiper set for all Zebra model disk skimmers
LXCOL-B Stainless steel collar for disk skimmers, 5/16” (7.9mm) opening
Replacement Motors: Refer to charts below @ 12"
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Model Motor
Number Number .
GS4H300  MGO7A1 é‘afm,
GS4H300E MGO6E1 -In
GS4H460 MGO07A1 f HI
GS4H460E  MGO6E1 ane ™ 2332
GS4HG10 MLooai |Motor Number |Volts |Hz |LRA |RPM |Watts |HP | Fan | Pophai (D o] ¢ (18 25mm)
GS4HB10E  MLO1A1 MLO7B1 115 60 0.43 7 49 0.065 |N | - |
GS4W300  MGO7AT [ \Go7A1 15 |60 |043 7 |49 0065 |Y 1
GS4W300E MGO6E1 (12 7mmy)
GS4W460 MGO7A1 MLO2A1 115 60 0.43 2 49 0.065 |Y e
oy
GS4W460E  MGOBE1 [ MGOBE1 220 50 |[0.22 6 |48 0.064 |Y {3 96mm)
GS4W610  MLO2A1 0/R4"
GSAW6E10E  MLO1A1 MLO1A1 220 50 0.11 1 24 0.032 [N ~—{3.57mm)
deep
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